SAE J935 High Strength Carbon and Alloy Die Drawn Steels
SAE J962 Formed Tube Ends for Hose Connections
SAE J1037 Windshield Washer Tubing
SAE J1047 Tubing-Motor Vehicle Brake System Hydraulic
SAE J1065 Nominal Reference Working Pressures for Steel Hydraulic Tubing View Document
SAE J1086 Numbering Metals and Alloys
SAE J1131 Performance Requirements for SAE J844 Nonmetallic Tubing and Fitting Assemblies Used in Automotive Air Brake Systems
SAE J1140 Filler Pipes and Openings of Motor Vehicle Fuel Tanks
SAE J1149 Metallic Air Brake System Tubing and Pipe
SAE J1207 Measurement Procedure for Determination of Silencer Effectiveness in Reducing Engine Intake or Exhaust Sound Level
SAE J1231 Formed Tube Ends for Hose Connections and Hose Fittings
SAE J1290 Automotive Hydraulic Brake System-Metric Tube Connections
SAE J1394 Metric Nonmetallic Air Brake System Tubing
SAE J1392 Steel, High Strength, Hot Rolled Sheet and Strip, Cold Rolled Sheet, and Coated Sheet
SAE J1418 Fuel Injection Pumps. High Pressure Pipes (Tubing) for Testing
SAE J1442 High-Strength, Hot-Rolled Steel Bars
SAE J1453 Fitting O-Ring Face Seal
SAE J1611 (R) Operator Controls Horizontal Earthboring Machines
SAE J1615 Thread Sealants
SAE J1644 Metallic Tube Connections for Fluid Power and General Use-Test Methods for Threaded Hydraulic Fluid Power Connectors
SAE J1650 Seamless Copper-Nickel 90-10 Tubing
SAE J1659 Vehicle Testing Requirements for Replacement Refrigerants for CFC-12 (R-12) Mobile Air-Conditioning Systems
SAE J1677 Tests and Procedures for SAE Low-Carbon Steel and Copper nickel Tubing
SAE J1737 Test Procedure to Determine the Hydrocarbon Losses from Fuel Tubes, Hoses, Fittings, and Fuel Line Assemblies by Recirculation
SAE J1755 Guidelines for Usage of Stainless Steel and Bimetal for exterior automotive Bright Trim
SAE J1781 Materials for Fluid Systems of Marine Vehicles
SAE J1944 Truck and Bus Multipurpose Vehicle Windshield Washer System
SAE J1949 Road Vehicles. High Pressure Fuel Injection Pipe Connections with 60 Degree Female Cone
SAE J1958 Diesel Engines Steel Tubes for High-Pressure Fuel Injection Pipes (Tubing)
SAE J1991 Standard of Purity for Use in Mobile Air-Conditioning Systems
SAE J2022 Classification, Nomenclature, and Specification Definitions for Horizontal Earthboring Machines
SAE J2027 Standard for Protective Covers for Gasoline Fuel Line Tubing
SAE J2043 Nonmetallic Fuel System Tubing
SAE J2044 Quick Connector Specification for Liquid Fuel and Vapor/Emissions Systems
SAE J2045 Performance Requirements for Fuel System Tubing Assemblies
SAE J2254 Fluid Power Piping Cleaning Process